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LIST OF STANDARDS 
 
 
 

SUMMARY 
 
 

This technical report shows the fulfillment of the objectives related to OUTPUT 
03 (Quality Certification Program for Wood Flooring) and activities 3.2 / 3.5 
related to the development of Brazilian official technical standards for lumber 
and wood flooring. 
 
To develop the report, the official technical standards for lumber and wood 
flooring were described and are already published and available for those 
interested on the website of the ABNT. 
 
 
1 Introduction 
 
This report aims to describe the standards of ABNT available on web site to 
fulfill the means of verification related to OUTPUT 03 (Quality Certification 
Program for Wood Flooring) and activities 3.2 / 3.5 related to the development 
of Brazilian official technical standards for lumber and wood flooring. 
 
The activities 3.2 / 3.5 consist of: 
 
 
A3.2 Review of ABNT specifications about lumber and proposal of up to date 

standards (including lumber and solid wood flooring), according ABNT 
Standard Guideline.  

 
A3.3 Elaboration of a Quality Certification Program, directed to ANPM affiliated 

producers, containing product specification, audit procedures and a Mark 
of Conformity. 

 
A3.4 Workshop with flooring producers and users, regarding proposed 

specifications about lumber, and solid wood flooring and Quality 
Certification Program.  

 
A3.5 To submit lumber and solid wood flooring specifications to ABNT and the 

Quality Certification Program to INMETRO. 
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Therefore, to meet what has been accomplished in these activities 3.2 / 3.5 we 
access these standards by consulting the website of the ABNT. 
 
 
2 Applied methodology 
 
To develop the report, we described the standards that are already published 
and available for those interested. Along with the patterns shown are the links of 
ABNT, where the standards can be purchased. The web pages of ABNT are 
also attached to this report. 
 
 
3 Presentation of the data 
 
The description of the standards with its scope and field of application are 
described below. Along with the patterns shown are the links of ABNT, where 
the standards can be purchased.  
 
The web pages of ABNT can be viewed in ANNEX A of this report. 
 
 
CONIFEROUS SAWN TIMBER (SOFTWOOD) 
 
 
1) ABNT NBR ISO 737:2011 - Coniferous sawn timber -  Sizes - Methods of 
measurement  
Scope and field of application: This Standard defines methods of measurement 
of thickness, width, length and volume of coniferous sawn timber. It covers 
unplaned square-edged and unedged coniferous sawn timber. Terms and 
definitions are given in ABNT NBR ISO 1032. 
 
Available in: http://www.abntcatalogo.com.br/norma.aspx?ID=87867  
 
 
2) ABNT NBR ISO 738:2011 - Coniferous sawn timber -  Sizes - Permissible 
deviations and shrinkage  
Scope and field of application: This Standard specifies permissible deviations, 
due to inaccuracies in sawing, from nominal thicknesses, widths and lengths, 
for coniferous sawn timber. It also gives, for information, average values for 
shrinkage for some wood species. It is applicable to unplanned square-edged 
and unedged coniferous sawn timber having thicknesses or widths in the range 
10 mm (0.393 7 in) to 310 mm (12.204 7 in). 
 
Available in: http://www.abntcatalogo.com.br/norma.aspx?ID=87866 
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3) ABNT NBR ISO 3179:2011 - Coniferous sawn timber - Nominal 
dimensions  
Scope: This Standard specifies the nominal dimensions of coniferous sawn 
timber. It applies to unplaned square-edged and unedged sawn timber 16 mm 
to 300 mm thick, of following widths: 

- From 75 mm to 300 mm: for square-edged timber with parallel edges; 
- 60 mm and over: for unedged and square-edged timber with tapered 

edges.  
 
Available in: http://www.abntcatalogo.com.br/norma.aspx?ID=86435  
 
 
4) ABNT NBR ISO 1030:2010 - Coniferous sawn timber - Defects – 
Measurement  
Scope: This Standard specifies international methods for measurement of 
defects of coniferous sawn timber, classified in ISO 1029, Coniferous sawn 
timber - Defects - Classification. This Standard covers unplanned sawn timber 
surfaced to size or planed but without profiling. 
 
Available in: http://www.abntcatalogo.com.br/norma.aspx?ID=79659 
 
 
5) ABNT NBR ISO 1032:2010 - Coniferous sawn timber - Sizes - Terms and 
definitions  
Scope: This standard establishes the first series of terms and definitions for a 
correct and adequate understanding of the terms relating to square-edged and 
unedged 1), sawn timber, its geometrical elements and sizes. 
 
Available in: http://www.abntcatalogo.com.br/norma.aspx?ID=79542 
 
 
BROADLEAVED SAWN TIMBER (HARDWOOD)  
 
 
1) ABNT NBR ISO 8903:2011 - Broadleaved sawn timber  - Nominal sizes  
Scope: This Standard specifies nominal sizes of unplanned, square-edged and 
unedged, broadleaved saw timber. 
 
Available in: http://www.abntcatalogo.com.br/norma.aspx?ID=87865 
 
 
2) ABNT NBR ISO 2301:2011 - Sawn timber of broadlea ved species - 
Defects – Measurement  
Scope: This Standard specifies international methods of measuring defects of 
sawn timber of broadleaved species, classified in ISO 2299, Sawn timber of 



 
 
 

                                                
 
�

4 
 

broadleaved species – Defects - Classification. This Standard covers unplanned 
sawn timber and sawn timber surfaced to size of planed but without profiling. 
 
Available in: http://www.abntcatalogo.com.br/norma.aspx?ID=86460 
 
 
3) ABNT NBR ISO 2299:2011 - Sawn timber of broadlea ved species - 
Defects – Classification  
Scope: This Standard specifies the international classification of defects of 
sawn timber of broadleaved species growing in the temperature zone of the 
globe. This Standards cover unplanned sawn timber, and sawn timber surfaced 
to size of planed but without profiling. 
 
Available in: http://www.abntcatalogo.com.br/norma.aspx?ID=79589 
 
 
4) ABNT NBR ISO 4470:2011 - Sawn timber - Determina tion of the average 
moisture content of a lot  
Scope: This Standard specifies two methods for the determination of the 
average moisture content of a homogeneous lot of sawn timber of the same 
cross-section. 
The method using an electrical moisture meter is applicable to timber having 
moisture contents from 7% to 28% (m/m), and does not require cutting of the 
test pieces. The method cannot be used for determining the moisture content of 
frozen sawn timber. 
If measuring the moisture content of sawn timber having a wet surface, due to 
water or to a surface protection treatment, the electrical moisture meter should 
be used with electrode needles that are covered, except for their tips, with an 
insulated coating. 
The method by drying requires cutting of the pieces. It is applicable irrespective 
of the moisture content, and is the only method applicable in cases of dispute.   
 
Available in: http://www.abntcatalogo.com.br/norma.aspx?ID=86436 
 
 
WOOD FLOORING 
 
 
1) ABNT NBR 15798:2010 - Wood flooring – Terminolog y  
Scope: This Standard defines the relative terms for solid wood flooring. 
 
Available in: http://www.abntcatalogo.com.br/norma.aspx?ID=57713 
 
 
2) ABNT NBR 15799:2010 - Wood flooring prefinished and unfinished - 
Standardization and quality grades  
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Scope: This Standard establishes the quality grades and levels tolerance of 
defects that shall be analyzed for determination of the standard of quality for 
solid wood flooring type plank and strip. 
 
Available in: http://www.abntcatalogo.com.br/norma.aspx?ID=57719 
 
 
4 Analysis and interpretation of the data and resul ts 
 
 
In this case, the presentation of the standards themselves are the indicators of 
attendance of the means of verification defined in OUTPUT 03 (Quality 
Certification Program for Wood Flooring) and activities 3.2 / 3.5 related to the 
development of Brazilian official technical standards for lumber and wood 
flooring. 
 
 
5 Conclusions 
 
 
From this report it is concluded that the activities of 3.2 / 3.5 (Output 3) were 
met and standards are now available in the ABNT web site for consulting those 
interested. 
 
 
 
6 Recommendations 
 
The recommendations for appropriate interpretation and utilization of the Project 
findings are: 
- Increase the dissemination of the standards for users of wood products; 
- Check if the standards are appropriate and meeting the expectations; 
 
The specific recommendations for future work to be undertaken on the theme 
are: 
- If necessary to promote the revision of standards; 
- If necessary to promote the development of new standards or additional 
standards 
 
 
7 Implications for practice 
 
 
The practical application of knowledge and use of standards is important to 
promote the standardization of products and processes. 
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The standards also contribute to improve the reliability of trade and services, 
improve the quality of products and services and Registers technological 
knowledge. 
In the production process reduces resource consumption and residues 
generation, increase productivity and control products and processes. 
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ANNEX 
 
 
 
Annex A – Statement of the standards in ABNT's webs ite 
 

 
ABNT NBR ISO 737:2011 - Coniferous sawn timber - Sizes - Methods of measurement 
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ABNT NBR ISO 738:2011 - Coniferous sawn timber - Sizes – Permissible deviations and 

shrinkage 
 

 
ABNT NBR ISO 3179:2011 - Coniferous sawn timber - Nominal dimensions 
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ABNT NBR ISO 1030:2010 - Coniferous sawn timber - Defects – Measurement 

 

 
ABNT NBR ISO 1032:2010 - Coniferous sawn timber - Sizes - Terms and definitions 
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ABNT NBR ISO 8903:2011 - Broadleaved sawn timber - Nominal sizes 

 

 
ABNT NBR ISO 2301:2011 - Sawn timber of broadleaved species - Defects – Measurement 
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ABNT NBR ISO 2299:2011 - Sawn timber of broadleaved species - Defects – Classification 

 

 
ABNT NBR ISO 4470:2011 - Sawn timber - Determination of the average moisture content of a 

lot 
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ABNT NBR 15798:2010 - Wood flooring – Terminology 

 

 
ABNT NBR 15799:2010 - Wood flooring prefinished and unfinished - Standardization and 

quality grades 
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